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The VELUX deck mounted product family 
is now designated The No Leak Skylight™. 
It carries a warranty of 20 years on glass,  
10 years on parts and labour, and five years 
on blinds and controls. Features include:

	 •  �3 layers of water protection.
	 •  �Advanced LoE3 glass for better 

energy efficiency, higher visible light 
transmittance, and improved solar heat 
gain performance.

	 •  �Money saving pre-finished white frames 
and sashes.

	 •  �Pre-mounted brackets for quick 
installation of sunscreen blinds.

	 •  �Lower roof profile with an updated 
curved architectural design.

	 •  �A neutral grey colour to blend with most 
roof materials and colours. 

3 Layers of Water Protection 
1.	� New Deck Seal
	� Introducing a third layer of water 

protection. The pre-attached deck seal  
on all deck mounted skylights provides  
a seal between the frame and roof deck  
for leak-proof installation.

2.	�Improved Roofing Underlayment
	� Adhesive underlayment for secondary 

water protection against the harshest 
weather conditions.

3.	�Improved Step Flashing
	� Engineered flashing for easy installation 

and primary water protection. Proven to  
be the best on the market.
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Why VELUX? 
Features & Benefits

New Deck Seal

For leak proof installations, 
the pre-attached deck seal 
on deck mounted skylights 
provides a seal between the 
frame and roof deck.

Better Glass

Outside temperature -29°C -7°C
Interior temperature of pane
Single-pane
Double-pane clear
LoE3 366

	 -18°
	 3°
	 11°

	 1°
	 10°
	 16°

Weather Barrier

Included in all deck mount 
flashing kits, the roofing 
underlayment creates  
secondary water protection 
against harsh weather.

Energy Star®

Deck Mount skylights will 
meet or exceed changing and 
more stringent 2010 and 
2013 Energy Star® guidelines.

Watertight Energy Efficiency

Flashing

Engineered flashing for easy 
installation and primary 
water protection.

Energy Efficient Perfor-
mance

Performance enhanced with 
tight deck seal and lower 
profile product.
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Easier Installation 

Positioning notches, no clad-
ding screws, among other 
features make installation 
quicker and easier.

Solar blinds

These unique blinds use the 
sun to recharge themselves, 
so that you can enjoy the 
convenience of an electric blind 
without any wiring to install.

Pre–Painted Frames

High quality interior  
pre-painted white frames 
eliminate need for costly  
trip from a painter.

Features Technology Leader

 Blinds

Pre-mounted brackets make 
installation of blinds a snap. 
Simply choose a blind and 
snap into place.

Pitch adapter

The patented adjustable pitch 
adapter eases installation 
and improves light output of 
the Sun Tunnel Skylight® by 
providing straighter tunnel runs.

Electric skylights

VSE premium skylights are 
packed with features that make 
them the most convenient 
skylight option, including 
RF remote, rain sensors, and 
optional electric blinds.
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How to Choose
Product by Application

New Project Replacement Project
Deck Mount Skylights
When starting a new  
project consider using  
deck mounted skylights.

Models: VSE | VS | FS

• �The No Leak Skylight™ 
with 3 layers of water 
protection for years of  
leak proof performance

• �Pre-painted white frames 
save time and money

• �Energy Star® approved

Curb Mounted Skylights
Curb mounted skylights 
provide a quick and easy 
solution for replacing plastic 
bubbles with quality glass 
VELUX skylights.

Models: VCE | VCM | FCM

• �Ideal energy efficient 
upgrade

• �Easily fits over existing 
curbs

• �Custom sizes available  
(FCM only)
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Small Space Project
Sun Tunnel Skylights®
Ideal for small rooms where  
a skylight is not an option

Models: �TMR | TGR
TMF | TGF

• �Installs quick and easy 
and delivers abundant 
natural light

• �10 Year Warranty on 
manufacturer defects

• �Optional light kit available
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Deck mounted installation – 
Preferred installation method

Skylight with insulated glass lens, 
built-in wood frame combined with 
protective cladding mounts directly to 
the roof deck.

Engineered flashings integrate with 
roofing material to provide the most 
weathertight installation available 
(sold separately).

Curb mounted installation

Skylight with insulated glass lens,  
combined with a durable metal frame; 
mounts directly to a site-built curb. 
Also ideal for flat roof applications.

Matched engineered flashings are 
available for use with many typical 
site-built curbs to integrate with 
roofing material for a weathertight 
installation (sold separately).

Note: �VELUX manufactures an 
energy efficient curb mount 
skylight. However the site  
built curb compromises  
Energy Star® ratings.

Sun Tunnel Skylight® installation

VELUX Sun Tunnel Skylights with UV 
resistant dome and diffuser, reflective 
tunnel, and one-piece flashing system; 
mounts to the roof deck.

Patented design features make 
installation from roof to ceiling easier 
than ever before.

How to Choose
Installation Methods
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The perfect daylighting solution for overhead applications. The 
VSE brings in abundant natural light, opens to let in fresh air with 
the touch of a button and closes automatically in case of rain.

•	 Programmable RF remote with advanced control options.

•	 Single hard wire connects into a standard junction box.

•	 Pre-installed TM brackets for blinds.

Deck Mounted Models

VSE | Electric Venting Skylight

An economical solution for bringing abundant natural light and 
fresh air into the home, the VS manual venting skylight also 
contributes to a home’s proper moisture balance and comfort 
level by allowing stale, humid air to be released.

•	 Opened and closed manually with VELUX control rods when 
out of reach.

•	 Pre-installed TM brackets for blinds.

VS | Manual Venting Skylight

An economical choice for visually expanding areas such as 
hallways, stairwells, and other closed-in, dark spaces that  
can be transformed with daylight and sky views.

•	 Integrated gaskets drain condensation to the outside.

•	 Pre-installed TM brackets for blinds.

FS | Fixed Skylight
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The No Leak Skylight™ 
Features
Models Electric Venting,  
Manual Venting & Fixed

Venting electric skylights 
come with 20 feet  

of standard wire.

Superior  
LoE3 Glass 
provides more 
daylight and 
better heat 
control for  
year-round 
comfort and 
energy savings.

Corner key design  
creates a tight seal  
against water.

Unique condensation 
gutters and gaskets 
contain and channel 
condensation out of  
the home. 

Externally mounted  
rain sensor (VSE).

RF remote with advanced  
control options.
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The No Leak Skylight™ 
Features
Models Electric Venting,  
Manual Venting & Fixed

Patent-pending VELUX 
deck mounted skylight 
“Deck Seal” around the 
skylight opening.

Pre-mounted  
system for simple blind 
installation.

Factory pre-finished white 
frames and sashes provide  
for a high quality finish 
that eliminates the need for  
secondary high cost trips  
by a painter.

Factory installed operators  
for venting and venting  
electric skylights eliminate 
the need for field-installed 
operators and multiple  
wire connections.

Mortise and tenon 
joints for stability  
of the frame.
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Roof Windows
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Roof Window Models

•	 For within reach installations such as attics and bonus rooms.

•	 Ventilation flap opens for limited ventilation.

•	 Optional insect screen available.

GGL | Pivoting Roof Window

•	 Opens to a 45° to angle satisfy egress requirements for 
emergency escape (check with local building code).

•	 Sash rotates inward for easy glass cleaning from inside.

•	 Optional insect screen available.

GPL | Top Hinged Roof Window

•	 Dual-sash operation: Top opens for ventilation and bottom 
opens outward to create a cabrio balcony.

•	 Top sash rotates inward for easy glass cleaning from inside.

•	 Optional insect screen available.

GDL | CABRIO® Balcony Roof Window
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Curb Mounted Skylights
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Curb Mounted Models

Mounted on a site built curb, the VCE brings in abundant natural 
light and opens with the touch of a button to let in fresh air and 
closes automatically in case of rain.
•	 Programmable RF remote with advanced control options.
•	 Single hard wire connects into a standard junction box.
•	 Pre-installed TM brackets for blinds.

VCE | Electric Venting Skylight

Mounted on a site built curb, the VCM is an economical solution 
for bringing natural light and fresh air into the home.
•	 Opened and closed manually with VELUX control rods when 

out of reach.
•	 Pre-installed TM brackets for blinds.

VCM | Manual Venting Skylight

The FCM curb mounted fixed skylight is sized to work with most 
types of site-built curbs, whether they’re slightly out-of-square, 
pre-existing, or surrounded by unusually thick flashing and 
roofing material. 
•	 Integrated gasket provides a thermal break for energy 

efficiency and seals out water, wind and hassles for years.
•	 Wide range of custom sizes available. 
•	 Optional sunscreen accessory tray for standard site-built curbs 

allows for installation of VELUX TM blinds.

FCM | Fixed Skylight
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Sun Tunnel Skylights®

Ideal for Small Spaces
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The rigid Sun Tunnel Skylight® features a highly reflective 
tunnel that provides brighter, whiter natural light output in any 
application. This makes the rigid Sun Tunnel Skylight® great for 
most applications, even those with long tunnel runs or those in 
areas with less sunlight.

• Superior weatherability
• Easy and fast installation
• Bright white daylight

• �3’ of tunnel included in 10” kit 
(14’ max length)

• �3’ of tunnel included in 14” kit 
(18’ max length)

Rigid Models – Maximum light output

Allows you to use the Sun Tunnel Skylight® 
as an extra light source even at night.

Available for all models.

ZTL | Light kit

•	 Low profile flashing provides an 
integrated look with the roofline.

•	 For installation on South facing  
roofs only.

TGR | Rigid low profile flashing units

•	 Pitched flashing provides optimum angle 
for gathering light from all directions.

•	 Tile flashing available.

•	 For installation on all roof exposures.

TMR | Rigid pitched flashing units
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Flexible Models – Easily installed

The flexible Sun Tunnel Skylight® can be installed quickly  
around attic obstructions, making it the easiest tubular  
product to install.

• �8’ of tunnel included in 14” kit (8’ max length)
• �6’ of tunnel included in 21” kit (12’ max length)

Allows you to use the Sun Tunnel Skylight® 
as an extra light source even at night.

Available for all models.

ZTL | Light kit

•	 Low profile flashing provides an 
integrated look with the roofline.

•	 For installation on South facing  
roofs only.

TGF | Flexible low profile flashing units

•	 Pitched flashing provides optimum angle 
for gathering light from all directions.

•	 Tile flashing available.

•	 For installation on all roof exposures.

TMF | Flexible pitched flashing units
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Shingles/shakes - EDL
•	 Step flashing pieces 

interweave with roofing 
material for proper  
water drainage.

•	 Additional step pieces 
(ZZZ 200) are required  
for shakes and other thick 
roofing materials.

For combi applications*
Type EKL works with groupings 
on low-profile roofing materials 
such as shingles and shakes.

Type EKW works with 
groupings on high-profile 
roofing materials such as 
Spanish tile or corrugated  
metal roofing.

Metal roofing – EDM
•	 Flashing pieces interlock with 

roofing material for a fast, 
weathertight installation.

•	 Sill apron features pliable 
pleats that form to the roof.

Tile roofing – EDW
•	 Patented sill flashing 

features pliable pleats that 
form to most types of tile.

•	 Side and head flashing pieces 
form a gutter to direct water 
away from the skylight.

Deck Mounted Systems

Additional Roofing Systems

Flashing Systems
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Shingles/shakes - EDL
•	 Step flashing pieces 

interweave with roofing 
material for proper  
water drainage.

•	 Additional step pieces 
(ZZZ 200) are required  
for shakes and other thick 
roofing materials.

Tile roofing – ECW
•	 Patented sill flashing 

features pliable pleats that 
form to most types of tile.

•	 Side and head flashing pieces 
form a gutter to direct water 
away from the skylight.

Additional Roofing Systems

Curb Mounted Systems

Copper cladding and flashing
•	 Available for select deck 

mounted VELUX roof 
windows and skylights.

•	 Copper products are special 
order items and require 
varying lead-times. Call for 
more information.

Biepack flashing – Type ECB
•	 Used with site-built curb on 

low-sloped roofs.

•	 No bending of flashing 
required.

•	 Applied to 2x4 lumber and 
plywood.

•	 Download curb construction 
guidelines at: www.velux.ca.

*EKL applications require 4” over-and-under spacing and 2.5” - 12” side-by-side 
spacing in 1/2” increments. 

EKW application require 4” over-and-under and side by side. 

Roof window combi-flashing is available as a special order with varying lead-times. 4” 
spacing is required for both over-and-under and side-by-side spacing.
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Skylight Blind Options

Introducing new  
brackets for simplified blind 
installation. All VELUX 
skylights now come with 
pre-installed  
brackets; simply snap blinds 
into place. Blinds are an ideal 
way to control the amount 
of daylight entering the 
home. (FCM model requires 
Accessory Tray)
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Venetian Blind
• �Venetian blind brings style  

and comfort.
• �Available as electric or 

manual.
• Reduces light by 91%.
• Colour: White

Blackout Blind
• Blackout blind blocks the light. 
• �Available as solar, electric  

or manual.
• Reduces light by 98%.
• Colour: White

Available for all sizes except for: �Deck Mount sizes A06, C08 & C12.  
Curb Mount sizes 1430, 1446 & 2270

Roller Blind
• �Roller blind helps diffuse  

the light.
• �Available as solar, electric  

or manual.
• Colour: White
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KLR 100 | Advanced RF remote
Advanced RF technology allows the user to 
operate skylights and blinds from anywhere 
within the house.

•	 Operate skylights and blinds individually 
or as part of a group. 

•	 Create programs to control the skylight 
and blind automatically based on time of 
day, day of the week, or month of the year.  

•	 Set the skylight to close automatically after 
a certain period of time after opening.

KLI 110 | RF keypad
Simple operation of skylights and blinds. 

•	  RF technology allows the user to 
operate skylights and blinds from 
anywhere in the room.

•	 Operates wirelessly. 

•	 Can be wall mounted. 

ZZZ 199 | Sunscreening 
Accessory Tray
(Required for FCM models only)

The tray has TM  brackets built 
in to provide access to a wide range  
of blinds and controls for fixed curb 
mount skylights.

•	 Installation of the sunscreening 
accessory tray is fast and easy. 

•	 It can be installed in new or  
existing applications.

Accessories
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KLF 100 | Home automation 
integration kit 
The home automation integration kit provides 
two advanced functions. It acts both as 
a repeater that extends the RF range for 
large spaces, as well as a home automation 
integration kit.  

KLB 100 | Battery backup
Provides limited operation of VSE and VCE 
skylights even in the case of power failure.

KLC 160 | Power supply
Used to power electrical blinds for FS and 
FCM skylights. One unit powers up to five 
electrical blinds. 

ZXT 200 | 3’–6’ “7 hook” rod 
For operation of manual blinds out of reach.

ZMT 300 | 6’–10’ motorized rod 
A telescopic, rechargeable, battery-operated 
rod allows easy operation of manual  
venting skylights. 

ZCT 300 | 6’–10’ manual rod 
A telescopic rod operates manual venting 
skylights with a smooth-turning operation.
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Sizes

VSE | Electric Venting Skylight
VS | Manual Venting Skylight

New size code 
(Old size code) Outside frame (W” x H”) Rough opening (W” x H”)

C01 (101) 21 1⁄2 x 27 3⁄8 21  x 26 7⁄8

C04 (104) 21 1⁄2 x 38 3⁄8 21 x 37 7⁄8

C06 (106) 21 1⁄2 x 46 1⁄4 21  x 45 3⁄4

C08 (108) 21 1⁄2 x 54 15⁄16 21 x 54 7⁄16

M04 (304) 30 9⁄16 x 38 3⁄8 30 1⁄16 x 37 7⁄8

M06 (306) 30 9⁄16 x 46 1⁄4 30 1⁄16 x 45 3⁄4

M08 (308) 30 9⁄16 x 54 15⁄16 30 1⁄16 x 54 7⁄16

S01 (601) 44 3⁄4 x 27 3⁄8 44 1⁄4 x 26 7⁄8

S06 (606) 44 3⁄4 x 46 1⁄4 44 1⁄4 x 45 3⁄4

FS | Fixed Skylight

New size code 
(Old size code) Outside frame (W” x H”) Rough opening (W” x H”)

A06 (056) 15 1⁄4 x 46 1⁄4 14 1⁄2 x 45 3⁄4

C01 (101) 21 1⁄2 x 27 3⁄8 21 x 26 7⁄8

C04 (104) 21 1⁄2 x 38 3⁄8 21 x 37 7⁄8

C06 (106) 21 1⁄2 x 46 1⁄4 21 x 45 3⁄4

C08 (108) 21 1⁄2 x 54 15⁄16 21 x 54 7⁄16

C12 (112) 21 1⁄2 x 70 3⁄4 21 x 70 1⁄4

D26 (150) 23 1⁄4 x 23 7⁄16 22 1⁄2 x 22 15⁄16

D06 (156) 23 1⁄4  x 46 1⁄4 22 1⁄2 x 45 3⁄4

M02 (302) 30 9⁄16 x 30 1⁄2 30 1⁄16 x 30

M04 (304) 30 9⁄16 x 38 3⁄8 30 1⁄16 x 37 7⁄8

M06 (306) 30 9⁄16 x 46 1⁄4 30 1⁄16 x 45 3⁄4

M08 (308) 30 9⁄16 x 54 15⁄16 30 1⁄16 x 54 7⁄16

S01 (601) 44 3⁄4 x 27 3⁄8 44 1⁄4 x 26 7⁄8

S06 (606) 44 3⁄4 x 46 1⁄4 44 1⁄4 x 45 3⁄4

Deck Mounted Models
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VCE | Electric Venting Skylight
VCM | Manual Venting Skylight

Size code Inside curb (W” x H”) Outside curb (W” x H”)

2222 22 1⁄2 x 22 1⁄2 25 1⁄2 x 25 1⁄2

2234 22 1⁄2 x 34 1⁄2 25 1⁄2 x 37 1⁄2

2246 22 1⁄2 x 46 1⁄2 25 1⁄2 x 49 1⁄2

3030 30 1⁄2 x 30 1⁄2 33 1⁄2 x 33 1⁄2

3046 30 1⁄2 x 46 1⁄2 33 1⁄2 x 49 1⁄2

3434 34 1⁄2 x 34 1⁄2 37 1⁄2 x 37 1⁄2

4646 46 1⁄2 x 46 1⁄2 49 1⁄2 x 49 1⁄2

FCM | Fixed Skylight

Size code Inside curb (W” x H”) Outside curb (W” x H”)

1430 14 1⁄2 x 30 1⁄2 17 1⁄2 x 33 1⁄2

1446 14 1⁄2 x 46 1⁄2 17 1⁄2 x 49 1⁄2

2222 22 1⁄2 x 22 1⁄2 25 1⁄2 x 25 1⁄2

2230 22 1⁄2 x 30 1⁄2 25 1⁄2 x 33 1⁄2

2234 22 1⁄2 x 34 1⁄2 25 1⁄2 x 37 1⁄2

2246 22 1⁄2 x 46 1⁄2 25 1⁄2 x 49 1⁄2

2270 22 1⁄2 x 70 1⁄2 25 1⁄2 x 73 1⁄2

3030 30 1⁄2 x 30 1⁄2 33 1⁄2 x 33 1⁄2

3046 30 1⁄2 x 46 1⁄2 33 1⁄2 x 49 1⁄2

3434 34 1⁄2 x 34 1⁄2 37 1⁄2 x 37 1⁄2

4646 46 1⁄2 x 46 1⁄2 49 1⁄2 x 49 1⁄2

Sun Tunnel Skylights®

Curb Mounted Models

Diameter Diameter Diameter
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